CITY OF BEAVER FALLS
CODE ENFORCEMENT & ZONING OFFICE

715 FIFTEENTH STREET, BEAVER FALLS, PA 15010

OFFICE: (724) 847- 2808 ExT. 219
Fax: (724) 847-4748
WWW.BEAVERFALLSPA.ORG

SIGN PERMIT APPLICATION

UCC REGULATIONS MAY APPLY

APPLICATION No.

DATE

I. SIGN LOCATION:

Address:

Parcel No.:

BUILDING
USE:

O Single Family Dwelling

O Two- Family Dwelling

U Multi-Family Dwelling

units

U Commercial/Residential

units | 0 Commercial

U Industrial

Specific Use:

Use Group:

11.

IDENTIFICATION:

A. APPLICANT:

MAILING ADDRESS:

CITY, STATE, ZIP:

DAYTIME PHONE: ( )

CELL PHONE: ( )

FAX: ( )

EMAIL:

B. PROPERTY OWNER (IF DIFFERENT FROM ABOVE):

ADDRESS:

CITY, STATE, ZIP:

DAYTIME PHONE: ( )

CELL PHONE: ( )

Fax: ( )

EMAIL:

C. CONTRACTOR:

ADDRESS:

CITy, STATE, ZIP:

DAYTIME PHONE: ( )

CELL PHONE: ( )

Fax: ( )

EMAIL:

D. DESIGN PROFESSIONAL/ARCHITECT:

ADDRESS:

CITy, STATE, ZIP:

DAYTIME PHONE: ( )

CELL PHONE: ( )

Fax: ( )

EMAIL:




III. SIGN DESCRIPTION:

TYPEOF SIGN: | O DispLAY SIGN |  ELECTRICSIGN | O GROUND SIGN | A PoOLESIGN | L WALL SIGN O OTHER

Describe the proposed work.

ESTIMATED COST (REASONABLE FAIR MARKET VALUE): $

IV. ZONING:

a R-1A a R-1B a R-2 ac-2 a SGD a DSD a DCD

Residential | Residential Residential Commercial | South Gateway District | Downtown South District| Downtown Central District
a DND a CLl a CON al Q PEI

Downtown North District | Commercial/Light Industrial | Conservation Industrial Public/ Educational/ Institutional

NOTES:

[ zoninG approVED (L zonin Deniep OFFICER'S SIGNATURE/DATE:

V. CERTIFICATIONS:

1. CONTRACTOR:

Pennsylvania Home Improvement Consumer Protection Act 132

Contractor: HIC #:
VI. WORKERS' COMPENSATION:

The applicant for the building permit, in compliance with Act 44 of 1993, herby submits (check one):
[ cCertificate of Insurance OR Certificate of Self-Insurance (Please Attach)
U Affidavit of Exemption

Basis for Exemption (check one):

| Applicant is an individual who owns the property
| Contractor/Applicant is a sole proprietorship without employees

a Contractor/Applicant is a corporation, and the only employees working on the project have and are
qualified as “Executive Employees” under Section 104 of the Workers’ Compensation Act.

Please explain:

O All of the contractor/applicant’'s employees on the project are exempt-on religious grounds
under Section 304.2 of the Workers’ Compensation Act.

Please explain:




O Other:

Please explain:

1. Any subcontractors used on this project will be required to carry their own workers’ compensation coverage.

2. The applicant is not permitted to employ any individual to perform work on this project pursuant to the permit
in violation of the Act.

Violation of the Workers’ Compensation Act or the terms of this permit will subject the applicant to a stop-work
order and other fines and penalties provided by law.

VII. NOTICES FOR APPLICANT:

READ, UNDERSTAND AND COMPLY WITH THE FOLLOWING NOTICES

NOTICE: In addition to a construction/zoning permit, if the subject property does or will require access to a public
road or street, and/or will require improvement/change of curb to have access to a public road or street: If such
State road or street is under the jurisdiction of the Commonwealth of Pennsylvania, you must obtain a Highway
Occupancy Permit pursuant to Act No. 428 of 1945, as amended, known as the “State Highway Law”; Application
for such Highway Occupancy Permit as to a Commonwealth road or street must be made to, with and processed
by the Pennsylvania Department of Transportation. If such road or street is under the jurisdiction of City of Beaver
Falls, you must apply for and obtain a Curb Cut application from the City.

NOTICE: In addition to a zoning permit, you may need to make other applications and obtain other permits for the
development you propose, including but not limited to, depending on location of your premises, for sewage tap-in

permit for connection to a public sewer, water connection permit (to be obtained from the Beaver Falls Municipal
Water Authority, and/or Land Development approval, prior to being able to commence construction. Furthermore,
following construction and prior to your placing into use the proposed structure/building, you will need to procure an
UCC building permit from the City’s Third-Party Agency. Also, if building onto several parcels the property will need
to be consolidated before construction starts.

NOTICE: Contractor prohibited by law from employing any individual to perform work pursuant to this zoning permit
unless contractor provides proof of worker's compensation to the City of Beaver Falls. Contractor also prohibited by
law as to building or remodeling under subject Permit from engaging the services of a subcontractor unless
subcontractor maintains workers’ compensation insurance coverage as to subcontractor’'s employees. Failure of
Contractor and Applicant for this Permit to maintain worker's compensation insurance according to law of
Commonwealth of Pennsylvania requires stoppage of all construction/work under Building Permit issued and a
Building Permit may be revoked.

NOTICE: Property Owner or Project Owner or Applicant is responsible to contact Pennsylvania One Call (Dial #811)
to locate and mark underground utility lines on the property before any digging or excavating is started under Act
287.

NOTICE: Property Owner or Project Owner or Applicant is responsible any fees accrued with Widmer’'s Engineering,
City Engineer, for any services provided for this project review.

NOTICE: Property owner is responsible for determining if property is subject to private covenants or private plan
restrictions and compliance with the restrictions. Private covenants may be more restrictive than zoning regulations.
Issuance of a building or zoning permit does not constitute compliance with private covenants or restrictions. Permits
issued in violation of any private covenants or a restriction is the sole responsibility of the property owner or their
authorized representative.




VIII.VERIFICATION:

| do hereby agree to observe and adhere to any and all provisions of the City of Beaver Falls Zoning Code, and do
further agree and understand that my failure to do so shall constitute a violation as to any Permit issued per this
Application, which violation shall cause any Permit to become Null and Void, and revocable by the City of Beaver
Falls via its Zoning Officer or other designated agent.

I/lWe hereby certify that as applicants, owners, contractors, agents or others that I/we completed and read the
foregoing Application and that the information and statements in this application and other representations contained
in all accompanying plans are made a part of this application and are true and correct to the best of our knowledge
and belief. This statement and verification are made subject to the penalties of 18 PA.C.S.A. Section 4904 relating
to unsworn falsifications to authorities, which provides that if I/we knowingly make false statements or averments,
I/'we may be subject to criminal penalties. I/We hereby authorize representatives of the City to make the required
inspections upon the property to verify that the construction requested under this application complies with the City
of Beaver Falls Zoning and Building Ordinances or other applicable codes.

If applicant is Contractor or Agent of Owner, he/she hereby certifies that he/she has the authority to act on behalf of
the Owner.

Owner/Applicant - Print Owner/Applicant - Signature Date
Contractor/ Agent - Print Contractor/ Agent - Signature Date

IX. FEES:

PLAN REVIEW FEES: | MDIA FEEs: Ci1tY FEES: STATE FEE: | TOTAL PERMIT FEES: PAID DATE: CHECK No:

$ $ $100.00 $ 4.50 $




ARTICLE 15
SIGNS

The following sign regulations shall be observed in all districts: It is not the purpose of this section to abridge
commercial or non-commercial free speech. The purpose of these regulations is to ensure that the time, place,
and manner of sign emplacement within the City is conducted with regard to the safety of motorists and
pedestrians (especially in avoiding distractions or confusion in high traffic areas), access to light and air by
neighboring properties, and avoidance of negative impact upon neighboring properties, including unnecessary

glare.

SECTION 1500 EXEMPT SIGNS

A.

The following types of signs are permitted in all zoning districts, and exempt from permitting
requirements, but not from performance standards relative to traffic safety, or overall sign limitations of
any specific sign type or district.

Temporary signs announcing a campaign, drive or event of a civic, philanthropic, educational, or religious
organization, provided such sign shall not exceed sixteen (16) square feet in area and shall be emplaced
no more than thirty (30) days before the event and removed immediately upon the completion of the
campaign, drive or event

Temporary signs erected in connection with the development or proposed development of the premises
or property provided that the area of any such sign shall not exceed sixteen (16) square feet. Not more
than one (1) such sign shall be placed on property held in single and separate ownership unless the
property fronts on more than one (1) street, in which case one (1) such sign shall be permitted on each
separate street frontage. Such signs shall be removed within ten (10) days after the development has
been completed and/or the last structure occupied. No such sign may be erected until all zoning,
subdivision and land development approvals have been obtained.

Political signs announcing candidates seeking public office, a referendum, or similar political speech are
permitted as subject to Ordinance Number 1707 of the City.

Religious or holiday displays or messages with no commercial content.
The flag of the United States, Commonwealth of Pennsylvania, or any state or nation.

Signs offering the sale or rental of the premises upon which the sign is erected, provided that the area
of any such sign shall not exceed ten (10) square feet and not more than one (1) such sign shall be
placed on the property unless such property fronts on more than one (1) street, in which case one (1)
sign may be erected on each street frontage.

Auctions, garage, or yard sale signs provided that they do not exceed One square (1) foot and are
removed as soon as the event or activity has occurred.

Directory signs which list all the occupants of a multi-tenant or multiple-family building, or buildings in a
multi-building development; provided, that the area of such signs does not exceed one-half square foot
per tenant or two square feet per individual building.

Temporary signs of contractors, developers, architects, engineers, builders and artisans, erected and
maintained on the premises where the work is being performed, provided that the area of such sign shall
not exceed sixteen (16) square feet in any Residential District, and thirty-two (32) square feet in all other
districts; provided that such sign shall be removed within seven days’ completion of the work.

Any signs not visible from outside a lot or building.



A. Displays of time and temperature with no other content, including electronic displays.

B. Restroom, exit, public telephone, handicapped parking or access, and similar directional or informational
signs emplaced for the benefit of the public or building tenants.

C. No trespassing signs, signs indicating the private nature of a road, driveway or premises, signs
controlling fishing on the premises, provided that the area of such sign shall not exceed two (2) square
feet.

D. House and address numbers, home occupation or nameplate sign displaying the name and address of
the occupant or the profession or activity of the occupant of a dwelling unit, provided that not more than
one (1) such sign shall be erected for each permitted use, and provided that the area of each such sign
shall not exceed four (4) square feet and may not be illuminated.

E. Memorial signs or tablets denoting the date of erection of a building.

F. Temporary signs announcing the birth of a child, birthday commemoration, marriage, graduation, or
similar event in the life of a householder shall be permitted provided such signs do not exceed thirty-two
(32) square feet.

G. Any sign warning of a hazard that contains no other information or commercial content.

H. Signs erected by the City or an authorized entity that serve to provide directions and explanations for
public recreational purposes and facilities, City events and meetings, for dedication/memorial purposes,
and to mark and explain historical events, persons or structures. Such signs shall not exceed thirty-two
(32) square feet in area. Such signs may include the name or logos of businesses or individuals who
have sponsored a public improvement or general support of said facility.

I.  Traffic signs and similar regulatory notices placed by a duly constituted governmental body.

J. Signs erected for the purpose of scoring an athletic event taking place upon the site, which may include
electronic scoring devices and names and or logos of sponsors of the sign, provided there is no
illumination of the sign at times when the activity is not taking place.

SECTION 1501 SIGN PERFORMANCE STANDARDS
Except where specifically noted, all signs shall adhere to all performance standards.

A. Unless specifically exempted by Section 500 of this Ordinance, a permit must be obtained from the City
for the erection or alteration of all signs. Exemptions from the necessity of securing a permit, however,
shall not be construed to relieve the owner of the sign involved from responsibility for its erection and
maintenance in a safe manner and in a manner in accord with all the other provisions of this Ordinance
and other codes.

B. No signs shall be permitted within public rights-of-way, except Penn DOT-approved traffic signs and
devices; signs and banners specially approved by the City for decoration or promotion of community
events and activities; signs not exceeding nine square feet placed temporarily to advertise the sale of
real estate or a yard sale; political signs not exceeding nine square feet placed temporarily; signs not
exceeding nine (9) square feet placed temporarily to provide notice of or direction to a civic, philanthropic,
political, educational, or religious event or activity, or other signs specifically permitted under section
503.7 of this Ordinance (projecting business signs). The City may require proof of insurance for any sign
within a City right-of-way.

C. No person shall construct, erect, place, use or permit the use of any permanent or temporary sign or
sign structure on private or public property except for the property owner or tenant, or a person with the
express written consent of the property owner.



A. Construction and maintenance: All signs shall be constructed in a workmanlike fashion using durable
materials. Signs shall be designed and constructed to withstand wind forces and in accordance with
appropriate mechanical or electrical standards. The owners of signs shall keep them in safe and good
repair. Signs which become deteriorated or otherwise present a public hazard shall be removed or
repaired by the sign's owner. If the owner of a sign cannot be found or identified, the owner of the property
whereon the sign is located shall be responsible for its repair or removal.

B. No sign structure may block a vehicular line of sight for a driveway, access lane, or public street, or be
placed at any location where by its position, shape, or color it may interfere with or obstruct the view of
or be confused with any authorized traffic sign, signal or device. Sign structures erected directly upon
the ground within fifteen (15) feet of any vehicular driveway, or street intersection shall have at least
three (3) feet six (6) inches of clear space between such sign and the ground; however, necessary
supports may extend through such open space.

C. No signs shall be permitted which are posted, stapled or otherwise attached to public utility poles, trees,
fire hydrants, traffic signposts, light posts, or any City owned structure.

D. Nonconforming signs, once removed, shall be replaced only with conforming signs. Nonconforming signs
may be repainted or repaired, providing such repainting or repairing does not exceed the dimensions of
the existing sign.

SECTION 1502 SIGN ILLUMINATION

A. Except as specifically provided for electronic signs by Special Exception, no sign shall employ
intermittent light, electronic or movable text, strobes or other animations that may serve to distract
motorists, or abutting homeowners.

B. Lighting for signs shall not create a hazardous glare for pedestrians or vehicles either in a public street
or on any private premises.

C. Except as specifically provided for electronic signs by Special Exception, or the use of diffused neon, the
light source, whether internal to the sign or external, shall be shielded from view.

D. Sign illumination for externally illuminated signs shall utilize focused light fixtures that do not allow light
or glare to shine above the horizontal plane of the top of the sign or onto any public right-of-way or
adjoining property.

E. All electrical connections shall be shielded by underground or overhead electrical wires which meet all
relevant codes. No temporary signs shall be illuminated by direct means.

SECTION 1503 SIGN PERMIT APPLICATION

All applications for signs, as required under this section, shall be submitted to the Zoning Officer. The application
shall contain:

A. Type, area and number of signs proposed

B. Type of illumination proposed (if permitted), including the luminance proposed and direction of lighting.
This shall also be depicted upon a map that illustrates the distance to any R-1, R-2 or R-3 zoning districts.



For freestanding signs, a sketch showing the placement of the sign in relation to all driveways, vehicular
rights of way, property lines and cart ways. The developer shall submit current sight distances, before
and after erection of the sign with sufficient information to show that sight distances shall not be reduced.

A photograph or graphic rendition of the proposed sign copy, including all symbols, letter, and graphic
elements shown to scale and all structural elements intended to anchor the sign.

The City must specifically approve signs within public rights of way. In the case of temporary signs, the
Zoning Officer or his designee shall review the application and grant approval if all applicable standards
of this Ordinance are met. In the case of permanent signs, the Zoning Officer shall refer the application
to the Planning Commission, who may refer the application for advice to City Council or any similar
advisory committee.

The information required by this section may be integrated into the City’s land development plan
application and approval process where applicable.

SECTION 1504 SIGNS PERMITTED IN THE R-1A, R-1B RESIDENTIAL, R-2 RESIDENTIAL, AND CON
DISTRICTS

A.

D.

E.

Subdivision identification signs, and/or signs identifying apartment or condominium complexes, provided
that the area of any such sign shall not exceed sixty-four (64) square feet, and further provided that one
(2) such sign shall be permitted for each separate street and/or separate building frontage occupied by
the subdivision, apartment, or condominium complex and/or for each means of entrance to or exit from
the subdivision, apartment, or condominium complex. Such signs may not be illuminated.

Signs for permitted non-residential or permitted institutional uses provided that the area of any such sign
shall not exceed forty-eight (48) square feet, and further provided that one (1) such sign shall be
permitted for each separate street and/or separate building frontage occupied by the permitted use, and
for each means of entrance to or exit from the permitted use. Such signs may not be illuminated.

Institutional uses may have one (1) changeable copy sign of no greater than thirty-two (32) square feet,
either freestanding or permanently attached to a building. lllumination of any such non-electronic
changeable copy sign shall be from external sources only, and shielded to prevent unnecessary glare to
neighboring properties. Luminance shall not exceed ten (10) luxes (1 foot-candle) measured at a
distance of ten (10) feet from the sign.

No freestanding signs within these districts may be erected within ten (10) feet of a side or rear lot line.

No freestanding signs within these districts may exceed six (6) feet in height

SECTION 1505 SIGNS PERMITTED IN THE PEI PUBLIC DISTRICT

A.

B.

All signs permitted in the R-1A, R-1B, R-2 and CON Districts.

Signs for permitted non-residential or permitted institutional uses provided that the area of any such sign
shall not exceed sixty-four (64) square feet, and further provided that one (1) such sign shall be permitted
for each separate street and/or separate building frontage occupied by the permitted use, and for each
means of entrance to or exit from the permitted use. Such signs may be illuminated by direct or indirect
means. lllumination of the sign face shall not exceed ten (10) luxes (1 foot-candle) measured at a
distance of ten (10) feet from the sign.

In multi-building, institutional developments, each building may include one (1) freestanding or wall sign
of up to thirty-two (32) square feet. Such signs may be illuminated by direct or indirect means.



A. No freestanding signs within this district may be erected within ten (10) feet of a side or rear lot line, or
ten (10) feet from a public right of way. All freestanding signs shall be set back from a property line or
right of way by the height of the sign.

B. Institutional Uses in the PEI District may have one (1) Electronic sign of no greater than sixteen (16)
square feet per each road frontage, either permanently attached to a building or as a freestanding
monument sign. lllumination of any such electronic signs shall not exceed ten (10) luxes (1 foot-candle)
measured at a distance of ten (10) feet from the sign. Signs shall not be illuminated before dawn or after
10 PM except for emergency or public safety use, such as school closing information or Amber Alerts.

C. No freestanding signs within this district may exceed eight (8) feet in height.
SECTION 1506 SIGNS PERMITTED IN THE TRAN, DBD, C-2, CLI AND | ZONING DISTRICTS
A. All signs permitted in the R-1A, R-1B, R-2 and CON Districts. and PEI Districts.

B. Unless limited by special exception or Traditional Neighborhood Development design standards, the
number of signs permitted shall be consistent with the following table:

1. TRAN, DBD, C-2: two (2) permanent signs per street frontage.

2. HCL, I three (3) permanent signs per street frontage and one (1) additional sign per each street
frontage of more than one hundred (100) feet in width.

C. Buildings or properties with multiple businesses may have one (1) additional sign per each additional
business located within the building or property. However, all signs must remain within any dimensional
limits of Table 1506.1.

D. The dimensions of signs shall be consistent with the following table. No freestanding signs within this
district may be erected within ten (10) feet of a side or rear lot line, or ten (10) feet from a public right of
way. All freestanding signs shall be set back from a property line or right of way by the height of the
sign. Projecting Signs, where permitted, may not project into any required building setback.



TABLE 1506.1 BUSINESS SIGN REGULATIONS

District

Sign Type

TRAN
Transitional

DBD/C-2
Commercial

HCL
Commercial
Light Industrial

I Industrial

Freestanding
Pole Signs

Not Permitted

Not Permitted

16 square feet
only one (1)
freestanding
pole sign per

16 square feet
only one (1)
freestanding
pole sign per

property property
Freestanding Maximum Maximum Maximum Maximum
Monument Area: 32 Area: 32 Area: 40 Area: 40
Signs Square Feet Square Feet Square Feet Square Feet
Maximum Maximum Maximum Maximum
Height: 8 feet Height: 10 feet | Height:10 feet | Height: 10 feet
Projecting Not Permitted | Not Permitted | Maximum Size: | Maximum Size:
Signs 16 square feet | 16 square feet
Maximum Maximum
Height: The Height: The
lowest part of | lowest part of
the sign shall the sign shall
be no more be no more
than 15 feet than 15 feet
above grade above grade
Facade Wall Maximum Maximum Maximum Maximum
Signs Size:10 percent | Size:15 percent | Size:20 percent | Size:20 percent
of one surface | of one surface | of one surface | of one surface
per street front | per street front | per street front | per street front
Roof Signs Not Permitted | Not Permitted | Not Permitted | Maximum
Area: 100
Square Feet
Maximum

Height: 10 feet
above building

*sf means square feet

1906.2 Signs may be illuminated by direct or indirect means. lllumination of the sign face shall not exceed one
hundred (100) luxes (10 foot candles) measured at a distance of ten (10) feet from the sign, unless any portion
of the illuminated sign face is within one hundred (100) feet of an R-1, R-2, or R-3 Residential District and visible
from an occupied dwelling in said district. In such cases, illumination shall be reduced to ten (10) luxes (1-foot

candle) measured at a distance of ten (10) feet from the sign.

1506.3 Temporary Signs: Temporary signs shall be permitted in building windows, and shall not require a

permit.

A. In The DBD District, temporary sandwich board signs of up to four (4) square feet in area are
permitted on sidewalks during the hours the business is open.

B. Permanent Window Signs, Banners and Temporary Business Signs:




1. Permanent window signs are permitted in the DBD, C-2, and HCLI Districts by right without a
permit provided no more than fifty percent (50%) of each window surface and twenty-five
percent (25%) of all building windows include such signs. Such permanent window signs do
not count towards the allowed number of signs per district.

2. Temporary business signs, such as vinyl banner signs or manual changeable copy signs, are
also permitted as accessory to all business uses, and do not require a permit. However, such
signs remain subject to all setback requirements for business signs, and may not exceed 32
square feet in size. No temporary banner sign or changeable copy sign may be lighted except
by indirect means. No temporary banner sign or changeable copy sign shall remain in place
for more than 30 continuous days or 120 total days per calendar year.

1506.4 Canopy Signs

A Canopy signs may project into rights of way in areas served by sidewalks only in the DBD and C-2 Zoning
Districts, and shall be subject to the following regulations:

1. No portion of an awning or canopy shall be less than eight (8) feet above the level of the public
sidewalk.

2. The awning or canopy shall be set back at least four (4) feet from the curb or a public street.

3. Awnings and canopies shall be constructed of canvas, vinyl or similar flexible, cloth-like material.
Backlit or metal awnings or canopies are prohibited for signs within rights-of-way.

4. Awnings and canopies shall be securely attached to the building. All frames and supports shall
be made of metal or other rigid material.

5. The name of the business or logo may be printed on the portion of the awning or canopy above
the valance provided that such name or logo does not comprise more than twenty-five (25%)
percent of the total canopy area.

SECTION 1507 ELECTRONIC SIGNS

The inherent characteristic of electronic signs is their flexibility. This creates the potential for such signs to
create an undue distraction to motorists if poorly placed or poorly programmed. These regulations are
designed to encourage evolving methods of advertising, while preventing light pollution, and driver distraction
hazards.

A. A single LED window sign of up to two (2) square feet in size is permitted in the DBD, C-2 and CLI
Commercial Districts for any business use. LED window signs shall not be included as part of
calculations of total signage permitted.

B. An electronic sign is permitted in the Commercial Light Industrial District as an accessory portion of a
freestanding monument sign, provided that the LED sign is no greater than twelve (12) feet in surface
area, and mounted on the same frame as a static freestanding sign. The area of the LED shall be
included in total sign area calculations.

C. Pole Signs with video or multicolored LED displays are permitted only as a Conditional Use in the CLI
Commercial Light Industrial and I-1 industrial Districts.

1. Setback from other electronic changeable copy, electronic graphic display or video display signs:
Electronic signs must be separated from other electronic signs by at least 600 feet. No more than
one electronic sign is permitted per each road frontage, regardless of how many tenants occupy that
lot.



1.

Orientation. When located within 150 feet of an occupied residential dwelling or the R-1A, R-1B, or
R-2 Residential District, all parts of the electronic changeable copy sign must be oriented so that no
portion of the sign face is visible from an existing or permitted principal structure on that lot;

A. Performance Standards for all Electronic Signs (Except Window Signs under Section 1907A)

1.

Electronic signs may contain permanent content about any business located on the premises upon
which the sign is placed. They may also contain temporary messages with content about such
businesses, or temporary messages announcing a campaign, drive or event of a civic, philanthropic,
educational or religious organization, provided that such message is changed upon the cessation of
such a campaign, drive or event.

Message display shall remain static for a minimum of five (5) seconds. There shall be no strobe,
flashing effect or other animation during the display. Any transitions or change of the display between
messages shall not be more than one (1) second. Transitions that involve fading, scrolling, or other
animations shall not be permitted.

lllumination: The owner of the sign or his agent shall measure sign luminance with a luminance meter
set to measure foot-candles accurate to at least two decimals. Luminance shall be measured with
the sign off, and again with the sign displaying a white image for a full color-capable sign, or a solid
message for a single-color sign. All measurements shall be taken perpendicular to the face of the
sign at the distance determined by the total square footage of the sign. Electronic signs of ten square
feet or less shall be measured at a distance of thirty-two (32) feet. Electronic Signs of greater than
ten (10) square feet shall be measured at a distance of 39 feet. The difference between the off and
solid-message measurements using the criteria shall not exceed 0.3 foot-candles at night. A letter
certifying compliance shall be provided to the zoning officer.

Dimming Capabilities All permitted electronic signs shall be equipped with a sensor or other device
that automatically determines the ambient illumination and programmed to automatically dim
according to ambient light conditions, or that can be adjusted to comply with the 0.3 foot-candle
measurement.

Electronic signs which malfunction shall be turned off except for testing during any correction or
repair.

Audio or pyrotechnics. Audio speakers or any form of pyrotechnics are prohibited in association with
an electronic sign.

SECTION 1508 BILLBOARDS:

Billboards as defined by this ordinance, including electronic billboards are permitted in the | Industrial Zoning

District.

No billboard shall exceed six hundred (600) square feet in size.

No billboard shall be located within thirty-five (35) feet of a public street intersection.

No Billboard shall be placed within seventy-five (75) feet of another billboard on the same side of the street.

Electronic Billboards shall meet all performance standards for electronic signs under Section 1907. No
electronic Billboard shall exceed Three hundred (300) square feet in size.



CUSTOMER ASSISTANCE GUIDE
PERMIT APPLICATION SUBMITTAL REQUIREMENTS

SIGNS

» Please read all of the following information.

« The following is a check list. You rmust have a “checkmark” in all the sections ksted below
prior to submitting your application.

“Affidavit of Exemption™ {See attached form) If you are hiring a contractor to construct your
struciure, and thay have workers' compensation, have the contractor or their insurance carrier provide
us with a "Certificate of insurance” showing proof of such. If the homeowner or a confractor without

workers' compensation is constructing the structure, the attached form must be completed and
ristanzad.

___ 3(three) complete sats of sealed drawings that show the design and construction
"~ including all material, loads and stresses.
Drawings must be in compliance with appendixz H of the 2000 IBC (attachad).
—_ Site plan showing placement of sign on lot and or building.
____ ‘Suppor structure or attachment of sign.
T:.rp&ﬂf lrghlmg
Elecirical wiring method, size, type and location including disconnects required.
(Reference NEC Article 600)
Height of sign from grade.

Workers compensation insurance certificate or an affidavit of exemption,

Completed permit application.

MDIA will review plans submilted to determine code compliance. |f the minimum submittal
requiremenis are not met, we will ask the applicant 1o supply addifional nformation. If the minimum
requirements are met, the plans will be marked “approved”. A permit will be issued and the applicant
will be notified of the inspection fees and when they can pick-up the permit at the Municipal Building.

All fees shall be paid prior to the issuance of the permit. Then use the inspection procedures provided
to have all of the required inspections performed.



INSPECTION PROCEDURES
SIGNS

* Building permit must be posted on the site of the work and clearly visible from the road
until completion of the project.

= Your approved plans must be available at all times for Inspections. These are the
plans that were submitted with your application and were marked “Approved” by the
Building Code Official.

+ The parmit applicant or authorized agent is responsible for scheduling all inspections.

DO NOT schedule an inspection if the work is not ready!!!!

+« When scheduling an inspection, you must supply your permit number to the inspector.

MINIMUM OF 24 HOUR NOTICE REQUIRED TO
MIDDLE DEPARTMENT INSPECTION AGENCY, INC.,

Free standing signs:

1.

Footing inspection — hole must be dug for support posts. The inspection must
be approved prior to placing of concrete,

Inspector, Clyde Volk Phone, 1-800-662-6342

Electrical inspection if applicable

» Tranch inspection prior to backfill {if applicable)

= Final Inspection

Inspector, Clyde Volk Phone, 1-800-662-6342

Final inspection — when job is completely finished, pricr to occupancy permit
and after all other required inspections have been done and approved.

Inspector, Clyde Volk Phone, 1-800-662-6342

Wall mounted signs:

1.

Attachment Inspection

Inspector, Clyde Volk Phone, 1-800-662-6342
Electrical inspection
Inspector, Clyde Volk Phone, 1-B00-662-6342

Final inspection — when job is completely finished, prior to occupancy permit
and after all other required inspections have been done and approved,

Inspector, Clyde Volk Phone, 1-B00-662-6342



APPENDIX H
SIGNS

The provisions contained in this appendix are no mandatory unless specifically refererced in the adapting erdingnee,

User note: Code change proposals to this appendiz will be considered by the IBC - Structral Coge

Develapment Commiines diering rhe 2046 (Ciroup B)

SECTION H101
GENERAL

HIUL Gemeral, A sign shall not be erected in g manaer thag
would confuse or obstruct the view of or interfere with exj
SIgNs required by Chapter 10 or with official traffic signs, sig-
nals or devices, Signs and sign support SIrUCtures, together

with their supports. braces, Euys and anchors, shall be kept in

HI0L.2 Signs exempt from permits, The following signs are
exempd from the requirements 1o obtain a perint before epec.
tion;

I. Painted nonilluminated signs.

2. Temporary signs announcing the sale or rent of prop-
erty,

J. Signs erecied by ransponation authoriries.

4. Projecting signs not exceeding 2.5 square feer (023
m’).

3. The changing of moveable parts of an approved sign
thal is designed for such changes, or the Fepainting or

repositioning of disploy matter shall it be deemed an
alteration,

SECTION H102
CEFINITIONS

HI2.1 General, The following words and terms shajl, for
the purposes of this appendix, have the meanings shown
hertin. Refer to Chapter 2 of this code for general definitions.
COMBINATION SIGN, A sign incorporating any comibina-
%00 of the features of pole., projecting and roaf signs.
ISPLA Y SIGN. The area made available by the sign struc-
for the purpose of displaying the advenising message.,
ECTRIC SIGN. A SIEN eontaining electrical wirtng, bt
Vincluding signs Uluminzted by an exterior light source.
OUND SIGN. A billboard ar similar type of sign thar is
Ponted by one or more uprights, poles of braces in or upon
Eround other than g combination sign or pole sign, as
by this code.

ESIGN, 4 sign wholly supported by a sign siructure i
Eround,

NATIONAL BUILDING cOoDE®
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PORTABLE DISPLAY SURFACE. A display surface tam-
porarily fixed to a standartized advertising structure tha g
regularly moved from structure (o Mrsciure at periodic inler-
vals.

PROJECTING SIGN. A sign other than a wall sign that

projects from and s supported by a wall of building or
Struciure,

ROOF SIGN. A sign erected on o above a roof or parapet of
o buiiding or structure,

BIGN. Any leer, figure. character, mark, fane, poind, mar-
Ques sign. design, poster, pictorial, picture, stroke, siripe,
line, trademark, reading maner or lluminated service, which
shall be constructed, placed, attached, painted, eregcted, fis-
tened of manufactured in My manner whatsoever, so thai the
same shall be wsed for (he araction of the pablic 1o any
place, subject, person, firm, corporation, public performance,
article, machine or merchandise. whatsoever, which is dis-
Played in any manner outdeors, Every sign shall be classified
and conform o the requirerents of that classification as set
forth in this chapeer,

SIGN STRUCTURE. A My Siructure that supports o is capa-
ble of supporting a sign as defined in this code, A SIER SEfuc-
ture is permitted o be g single pole and is neoy reqanred o be
st integrol pant of the building,

WALL SIGN. Any sign atlached 1o or erecred against the
wall of a building or structur:, with the exposed face of the
sign in a plane parallel 1o the plane of said wall,

SECTION H103
LOCATION

construcied or maintained so a to obstrect any fire ERCpE Or
any window or door gr opening wsad a5 a means ef egress or
50 @5 0 prevent fres passage irom one part of a roof o any
ather part thersof, A sign shall not be attached in any form,
shpe or manner to g fire CECape, nor be placed in such map.
MET &% 1o inlerfere with any opening required for ventilation

SECTION H104
IDENTIFICATION
HIOL] Fdentification, Every outdoor advertising display
sign hereafter erected, constructed or maintained, for which a
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permit 15 required, shall be plainly marked with the name of
the person, firm or corporation erecting and maintaining such
sign and shall have affixed on the front thersof the permit
number issued for said sign or other method of identification

apprgved by the building official.

SECTION H105
DESIGN AND CONSTRUCTION

HI05.1 General requiremenis. Signs shall be designed and
constrected o comply with the provisions of this code for use
of matenals, loads and stresses.

H105.2 Permits, drawings and specifications. Where a per-
il is required, ag provided in Chapier 1, construction doci-
ments shall be reguired. These documents shall show the
dimensions. material and required desils of construction,
including loads, siresses and anchors,

H1053 Wind load. Signs shall be designed and constracted
1o withstand wind pressure as provided for in Chapter 16.

H105.4 Seismic load, Signs designed to withstand wind pres-
sures shall be considered capable of withstanding earthgquake
loads, except as provided for in Chager 16,

H105.5 Working stresses. In outdoor advertising display
signs, the allowable working stresdes shall conform to the
requirements of Chapler 16. The working stresses of wire
rope and its fastenings shall not exceed 25 percent of the ulti-
e strength of the rope or fasteners.

Exceptions:
|. The allowable working stresses for steel and wood

shall be in accordance with the provisions of Chap-
ters 22 and 23,

2. The working streagth of chains, cables, guys or steel
rods shall not exceed one-fifth of the wltimate
strength of such chains, cables, guys or stecl.

H105.6 Attachment. Signs attached to masonry, concrets or
steel shall be safely and securely fastened by means of metal
anchors, boliz or approved expansion screws of sufficiend size
and anchorage (o safely suppor the loads applied.

SECTION H106
ELECTRICAL

HIda1 Mumination. A sign shall not be illuminaed by
other than electrical means, and electrical devices and wiring
shall be instafled in sccordance with the reguirements of
NFPA T0. Any open spark or flame shall not be used for dis-
play purposes unless specifically approved.

HI06.L.1 Internally illaminated signs. Except as pro-
vided for in Sections 402,16 and 2611, where internally
illurminated signs have facings of wood or approved plas.
tig, the area of such facing section shall be not more than
120 square feet {11.16 m*) and the wiring for electric light-
ing shall be entirely enclosed in the sign cabinet with a
clearance of not bess than 2} inches (51 mm) from the Fac-
ing material. The dimensional limitation of |20 square fect

{11.16 m”) shall not apply 1o sign facing sections made
from flame-resistant-coated fabric (ordinarily known ag
“flewible sign face plastic™) that weighs less than 20
ounees per square yard (678 gfm®) and that, when tested in,
accordance with NFPA 701, meets the fire propagation
performance requirements of both Test 1 and Test 2 or
that, when tested in sccordance with an approved test
method, exhibats an average bum time of 2 seconds or Jess,
and 2 burning extent of 5.9 inches (130 mm) or less for 10
SPECIMmEns.

H106.2 Electrical service. Signs that require electrica) ser-
wice shall comply with NFPA 70,

SECTION H107
COMBUSTIBLE MATERIALS

HI07.1 Use of combustibles. Wood, approved plastic or
plastic veneer panels as provided for in Chapter 26, or ather
materials of combustible characteristics similar to wood, used
for moldings, cappings, nailing blocks, letters and lutticing,
shall comply with Section HI09.1 and shall mot be used for
other omamental features of signs, unless approved.

H107.1.1 Plastic materials. Notwithstanding any other
provisions of this code, plastic materials that barn 2 a mte.
no faster than 2.5 inches per minue (64 mmfs) when
tested in accordance with ASTM D635 shall be des
approved plastics and can be used as the display surface
material and for the letters, decorations and facings ¢
signs and outdoor display structures. :

H107.1.2 Electric sign faces. Individual plastic L
electric signs shall non exceed 200 square feet (18.6
area,

H107.1.3 Area limitation. If the area of 2 display st
exceads 200 square fest (166 m®), the area oocopi
covered by approved plastics shall be limited o
square feet (13.6 m™) plus 50 percent of the diff
between 200 square feel {18.6 m®) and the area of
surface. The area of plastic on a display surface s
in any case exceed 1,100 square feet (102 m').

H1(7.1.4 Plastic appurtenances. Letters and de
mounted on an approved plastic facing or dispi
can be made of approved plastics. :

SECTION H108
ANIMATED DEVICES

H108.1 Fail-safe device. Signs that contain
of omaments shall have fail-safe provisionsss
section or amament from releasing and falli
center of gravity mors than 15 inches {381
device shall be in addition 1o the .
nism’s housing that operte the me -
The fail-safe device shall be capable of st
dead weight of the section or areament s
miechanism releases,

anuﬂ‘rlluu-



SECTION H109
GROUND SIGNS

HI09.1 Height restriclions, The struciyral frame of ground
signs shall not be erected of combustible materials s 2 height
of more than 35 feet (10 668 mm} above the pround. Groond
SIERS constructed entirely of noncombussible matesial shal)
not be erected o a height of greater than 100 faer {30 480
mm) above the ground. Greater heights are permitted where
approved and Jocated 5o as not 1o create a hazard or danger o
the pablic,

H109.2 Required clearance, The bottom coping of every
ground sign shall be not less than 3 fee (914 mm) above the
ground or street level, which space can be filled with platform
decoraiive trim ar light wooden CONGiruction,

H109.3 Wood anchors and supports. Where wood anchors
Or supports are embedded in the soil, the wood shall be pres-
sure tredted with an approved pressrvagive,

SECTION H110
ROOF SIGNS

HII0.1 General, Raoof signs shall be constructed entirely of
medal or other approved noncombustible malsrial EXCEM s
provided for in Sections Hi0g.| | and HIOT.1. Provisions
shall be made for electric grounding of metallic pans. Where
combustible materials are permitted in letters or other orna.
mentai features, wiring and tubing shall be kept free and insu-
lated therefrom. Roof signs shall be so constructed as o leave
3 clear space of not less than & feet (1829 mm) between the
ool level and the lowest pan of the sign and shall have
least § fees (1524 mm} clearance between the vertical Sip-
ports thereof, No partion of any roof sign structure shal] prex-
ect beyond an exterior wall

Exception: Signs on fla roofs with every part of the roof
accessible,

HI10.2 Bearing plates. The bearing plates of roof signs shall
distribute the Joad directly 10 or upon masonTy wails, steel
wof girders, columns or bearns. The building shall be
designed 1o avoid overstress of these members,

H110.3 Height of solid Sgns. A roof sign hoving a selid sur-
face shail not exceed, o any point, a height of 24 feet (7315
men) measured from the roof surfice,

H110:4 Heighy of open signs. Open roof signs in which the
Uriform open area is nog less than 40 percent of toal 2ross
e shall nol exceed a height of 75 feer (22 860 mam) on
Buildings of Type | or Type 2 construction, On buildings of
other construction 1ypes. the height shall not exceed 40 foey
{l? 192 mm), Such sigrs shall be thoroughly secured 1o the
Building upon which they are installed, erected or constinicted
¥ ron, metal anchors. balts, suppors, chains, siranded

ables, steel rods or braces and they shall be maintgined in
d condition,

s Height of cloged signs, A closed roof sign shall pot
Brected to a hejght greater than 50 feet (15 240 mm) above
oof of buildings of Type | or Type 2 construction or
e than 35 feer (10 668 mm} above the roof of buildings of
o s COnstruCtio,
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SECTION H111
WALL SIGNS

H11L.1 Materials, Wal) signs that have an area exnceeding 44
Square feet (3,72 m?) shall be constructed of metal or other
approved noncombuastible materia). except for nailing rails
and a5 provided for in Sections H106.1.1 and H107J.

HI11.2 Exterior wail mgunting details, Wall signs altached
W exterior walls of solid MAsoNTy, concrete or stone shall be
sufely and securely attached by means of metal anchors, bolts
OF expansion screws of not less than *fy inch (9.5 mm) disme-
ter and shall be embedded a least 5 inches (127 mm). Wond
blocks shall not be used for anchorage, except in the case of
wall signs attached 1o buildings with walls of wood, A wall
s1gn shall not be supported by anchorages secured o gn
unbraced paraper wall,

H111.3 Extension, Wail signs shall not extend above the top
of the wall or beyond the ends of the wall to which the signs
are atlached. unless such signs conform to the requirements
for roof signs, projecting signs or ground signs,

SECTION H112
PROJECTING SIGNS

HI12.1 Generai. Projecting signs shall he Constructed
entirely of metal or other moncombastible material and
sgocurely altached 1o a building or structure by metal suppons
such as balis. anchors, supports, chaing, guvs or steel rods.
Staples or nails shall not be ysed 10 Secure any projecting sign
10 any boilding or siructure. The dead foad of projecting signs
nol parallel o the building or structure and the load due 1o
wind pressure shall be supported with chains, Euys or fies]
rods having net cross-sectional dimension of pof bess than %,
inch (9.5 mm) diameter. Such supports shall he erected or
maintained ai an angie of at least 45 percent (0,78 rad) with
the horizomal to resist the degd load and at angle of 45 per-
cend (0.78 rad) or more with the face of the sign to resist the
specified wind pressure. If such projecting sign exceeds 30
square feet (2.8 m”} in one facial area, there shall be provided
M least two such supports on each side ot more than § fee
{2438 mm) apart 1o resig the wind pressure,

HI12.2 Attachment of Supports. Supports shall be secured
10 & bolt or expansion serew thar will develop the strength of
the supporting chains, guys or steel rods, with a minimum e
inch {159 mm) bolt or lag screw, by an expansion shield.
Tumbuckles shall be placed in chains, Euys or steel rods sup-
POFRE projecting signs.

HI12.3 wal moanting details, Chains, cables, puys ar steel
rods used to support the live or dead load of projecting signs
are permitted o be fastened o solid masonry walls with
expansion bolits or by machine SCTEWS In ifon supports, b
such supports shall not be attached o &n unbraced paraper
wall. Where the suppons must be fastened to walls made of
wood, the supporting anchar haoirs must go through the wall
and be plated or fastened on the ingide in a secure manmer,

HI12.4 Height limitation, A projecting sign shall not be
erected on the wall of any building s0 as 1o project above the
roof or comice wall or above the roof level where thers is no
comnice wall; except thar g sign erected @ a right angle to the
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buitding, the horizontal width of which sign is perpendicular
to such a wall and does not exceed 18 inches (457 mm), is
permitted to be erected to & height not excesding 2 feet (610
mm) above the roof or comice wall or above the roof level
where there is no cornice wall. & sign attoched o a cormer of
a building and parallel 1o the vertical line of such corer shall
be deermed 10 be erected at a right angle to the building wall.

H112.5 Additional boads. Projecting sign structures that will
be used 1o support an individuol on a ladder or ather servicing
device, whether or not specifically designed for the servicing
device, shall be capable of supponing the anticipated addi-
tional load, but not less than a 100-pound (445 N) concen-
trated horizontal lead and a 300-pound {1334 N} concemrated
vertical load applied at the point of assumed or most eccentric
koading. The building component 1o which the projecting sign
is ntached shall also be designed to suppon the additionzl
loads.

SECTION H113
MARQUEE SIGNS

HI13.1 Materials. Marquee signs shall be constructed
entirely of metal or other approved noncombustible material
cxcept as provided for in Sections HI06.1.1 and HI107.1.

H113.2 Attachment. Marquee signs shall be attached to
approved marguess that are constructed in accordance with
Section 3106,

H113.3 Dimensions. Marquee signs, whether on the front or
side, shall not project beyond the perimeter of the marquee.

H113.4 Height limitation. Marquee signs shall nod extend
more than & feet (1829 mm) above, nor 1 foob (305 mm)
below such marquee, but under no circumstances shall the
sign or signs have o ventical dimension greater than B feet
(2438 mim).

SECTION H114
PORTABLE SIGNS

H114.1 General. Postable signs shall conform 1o require-
ments for ground, roof, projecting, flat and wemporary signs
where such signs are used in a similar capacity. The require-
rents of this section shall not be construed to require porta-
ble signz to have conmections to surfaces, tie-downs or
foundations where provisions are made by temporary means
«ar configuration of the structure o provide stability for the
expected duration of the insallation,

TABLE 4-A
SIZE, THICKNESS AND TYPE OF GLASS PAMELS IN SIGNS
[ WA ST OF T 1
ENPOSED PANEL THICKHESS
Ry denanalon Rren OF GLASS | TYPEOFOLA3S
{incis) (g inches) | [Inchos) ! |
30 300 i, Plain, plale or wired
45 L] Y Flain, plete or wired
14 3600 W, Flain, plate or wired
I
= 144 = 1600 Y Wired glass
For 51 1 inch = 154 mm. | sques; jsch = 545, |6 mr,
TABLE 4-B
THICKNESS OF PROJECTION SiGN
PROJECTION [Posd) BANIMUM THICKNESS [feet)
5 2 N
4 o
3 3
2 R
| 4
Far Sk | foot = 2048 mm.
SECTION H115
REFEREMCED STAMDARDS

ASTM DA35—I10  Test Method for
Rate of Burning andor
Exient and Time of Burnin
of Plastics in 2 Hornzomal Position

NFPA 70—11 Mational Electrical Code

Methods of Fire Test for

Flame Propagation of
Textles mﬂﬁln‘n

NFPA T01—10




THIS F S A NOTARY SEAL

AFFIDAVIT OF EXEMPTION

The undersigned affirm that he/she is not required to provide workers compensation
insurance under the provisions of Pennsylvania’s Workers' Compensation Law for one
of the following reasons, as indicated:

Property owner performing own work. I property owner does hire contracior
to perform any work pursuant to building permit, contractor must provide proof of
workers' compensation insurance to the municipality. Homeowner assumes liability for
contractor compliance with this requiremeant.

contractor has no employees. Contractor prohibited by law from employing
any individual to perform work pursuant to this building permit unless contractor
provides proof of insurance to the municipality.

Religious exemption under the Workers' Compensation Law. All employees
of contractor are exempt from workers' compensation insurance (attach copies of
religious exemption letter for all employees).

Signature of Applicant

County of -

hMunicipality of
Subscribed, sworm to and
acknowledged before me by tha above

this _ Day

of
20 _

SEAL

Notary Public



